





Bogdan C., Radu C., Roxana S., Liliana R. M., Luliana G. L. and Oana C. 2012.  Fiber 
 Diameter in Electrospinning Process. Journal of Electrostatic. Volume 71: 189-
 198  
Chiono V., 2014. Polyurethane-based scaffolds for myocardial tissue engineering. 
 Interface Focus 4: 20130045 <http:dx.doi.org/10.1098/rsfs.2013-0045> 
Gillan, Karin (27 March 2016). Bicast Leather. Advanced Leather Solutions.  
 <advleather.com/bicast.html> (10 April 2016) 
Haghi Akbar K. and Zaikov G. E. 2012. Advances in Nanofibre. Volume 2. United 
 Kingdom. Smithers Rapra Technology Ltd. 
Haghi Akbar K. and Zaikov G. E. 2012. Advances in Nanofibre. Volume 3. United 
 Kingdom. Smithers Rapra Technology Ltd. 
Huang Z. M., Zhang Y-Z., Kotaki M. and Ramakrishna S. 2003. A Review on Polymer 
 Nanofibers By Electrospinning and Their Applications in Nanocomposites. 
 Journal of Composite Science and Technology. Volume 63(15): 2223-2253 
Kucinska-Lipka J., Gubanska I., Janik H. and Sienkiewics M. 2014. Fabrication of 
 Polyurethane Based Composite Fibres by The Electrospinning Technique for 
 Soft Tissue Engineering of Cardiovascular System. Journal Of Material Science 
 and Engineering C. Volume 46: 166-176 
Nandana B. and Subhas C. K. 2010. Electrospinning: A Fascinating Fiber Fabrication 
 Technique. Journal of Biotechnology Advances. Volume 28: 325-347 
Seyedah S. E. and Sasan R. 2014. Preparation and Characterization of Kefiran 
 Electrospun nanofibers. Internal Journal of Biological Macromolecules.  
 Volume 70: 50-56 
Shi X., Zhou W., Ma D., Ma Q., Bridges D., Ma Y. and Hu A. 2015. Electrospinning 
 of Nanofibers and Their Applications for Energy Devices. Journal of 




Tonda-Turo C., Boffito M., Cassino C., Gentile P. and Ciardelli P. 2015. Biomimetic 
 Polyurethane – Based Fibrous Scaffolds. Journal of  Materials Letters. Volume 
 167: 9-12 
Wang N., Burugapali K., Song W., Hall J., Moussy F., Ray A. and Zheng Y. 2013. 
 Electrospun Fibro-porous Polyurethane Coatings for Implantable Glucose 
 Biosensors. Journal of Biomaterials. Volume 34: 888-901 
Bogdan C., Radu C., Roxana S., Liliana R. M., Luliana G. L. and Oana C. 2012. Fiber 
 Diameter in Electrospinning Process. Journal of Electrostatic. Volume 71: 189-
 198  
Li Z. and Wang C. 2013. Effects of Working Parameters on Electrospinning. 
 Journals of Materials. Volume 1:15-28 
 
 
